
Inrush current

Specification item Value Unit Condition
Inrush current Ipeak 47 A Input voltage 230V

Inrush current Twidth 450 µs Input voltage 230V, measured at 50% Ipeak

Drivers / MCB 16A type B ≤ 5 pcs Indicative value

MCB Rating Relative number of LED drivers
B 4A 25%

B 6A 40%

B 10A 63%

B 13A 81%

B 16A 100% (stated in datasheet)

B 20A 125%

B 25A 156%

B 32A 200%

B 40A 250%

C 4A 42%

C 6A 63%

C 10A 104%

C 13A 135%

C 16A 170%

C 20A 208%

C 25A 260%

C 32A 340%

C 40A 415%

Driver touch current / protective conductor current

Specification item Value Unit Condition
Typical Protective Conductor Current (ins. Class I) 0.7 mA rms Acc. IEC60598-1. LED module contribution not included. LED

module contribution not included

Surge immunity

Specification item Value Unit Condition
Mains surge immunity (diff. mode) 4 kV Acc. IEC61000-4-5. 2 Ohm, 1.2/50us, 8/20us

Mains surge immunity (comm. mode) 6 kV Acc.IEC61000-4-5. 12 Ohm 1.2/50us,8/20us

Application Info

Specification item Value
Approval marks CB / CCC / CE / ENEC / RCM / TISI

Ingress Protection classification (IP) 65
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